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ART. 10-086 

HAND DRYER AIR-WOLF C 86 
SERIE C

Art. 10-085 Art. 10-087

concealed on flush-mounted box or with flexible cable (included in deli-
very, length 1.1m), Weight 3.3 kilograms, Test mark CE, GS, EMC, LVD, 
RoHS, UL, For surface mounting

DIMENSIONS
H x W x T 268 x 153 x 100 mm
Weight 3.30 kg

APPLICATION AREAS
Universally applicable also in public, strongly popular and vandalism tre-
atened areas: airports, stadium, event hall, catering, schools, universities, 
discotheques, local authorities, shops, chambers, offices, theathres, ci-
nemas, hotels, wellness and etc.

INSTALLATION HEIGHTS
Recommended assembly heights for AIR-WOLF hand dryer Serie E from 
the floor to the ground edge of the device:

ALTERNATIVE SURFACE FINISH
AIR-WOLF hand dryer C 86,
Stainless steel white, Art. 10-085

AIR-WOLF hand dryer C 87,
Stainless steel black, Art. 10-087

Art. 10-085, 10-086, 10-087

Händetrockner
Serie C
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TENDER TEXT
Warm-air hand dryer C 86, especially suitable for semi-public washrooms 
with higher user frequency, operation automatically by infrared sensor, 
sensor range adjustable, 100 to 230 mm, standard 170 mm ± 20 mm, 
running time up to approx. 1 second after removing hands, maximum 
60 seconds after switching on, Housing material 1.2 mm stainless steel, 
Housing surface brushed stainless steel, Air speed 342-414 kmh (ad-
justable), Air temperature 55° Celsius (100 mm after air outlet, at 25° 
Celsius room temperature), Hand drying time approx. 10-15 Seconds, 
Motor power 325-500 watts (adjustable), Heating element power 90-300 
watts (adjustable), Total power 415-800 (adjustable), Current 2.35-3.3 A, 
Voltage 220 to 240 volts, Frequency 50/60 Hz, Operating noise 71-77 
dB (adjustable), Motor revolutions, 22000-29.000 revolutions per minute 
(adjustable), Motor type Universal motor, Protection class I, Protection 
class IP 24, Mounting with 4-point screw connection, Power connection 

© AIR-WOLF GmbH, Rev.: 1.0/8/21/TOE, all dimensions are in millimeters, error, tolerances and change without notice.

TECHNICAL SPECIFICATIONS
Air volume 60 - 74 m3/h
Air velocity 342 - 414 km/h
Air temperature 55 °C (100 mm after air outlet, at 25 °C 

room temperature)
Power rating motor 325 - 500 W (adjustable)
Power rating heater 90 - 300 W (adjustable)
Total power 415 - 800 W (adjustable)
Consumption 2,35 - 3,3 A
Voltage 220 - 240 V
Frequency 50/60 Hz
Noise level 74 dB +/- 3 dB @ 1 m
Motor rotation per minute 22.000 - 29.000
Motor type Universal motor
Base plate material Steel, galvanized
Sensor setting 100 mm to 230 mm adjustable; 

Standard 170 mm ± 20 mm
Electrical isolation Class I
Protection level IP 24
Motor fuse Thermal fuse 105 ºC
Heating element fuse Thermal fuse 65 ºC


